ABRASIVE BLAST MEDIA

STEEL CUT WIRE SHOTS
SHAPE DESCRIPTION SPECIFICATION Steel Cut Wire
As Cut (-U) Cylindrical with Sharp SAE J441/1S 5873-1970 il
Edae @ For cleaning, descaling, deburring, deflasing, shot
Y peening on components of iron & steel

Hardness: 45-55 HRC

S.No. Cast Shot Size Cut Wire Cut Wire
(Equivalent SAE No.) Designation (Inches) Designation (MM)
1 S-170 CwW-13 0.40
2 S-200 CW-15 0.50
3 S-230 Cw-17 0.60
4 S-280 Cw-20 0.70
5 S-330 Cw-23 0.80
6 S-360 Cw-28 1.00
7 S-460 Cw-32 1.20

Copper Slag \ / Plastic Grit Acrylic

BT RN Mesh Size : 8 - 120

Size mm : 1.00 - 1.80 V. - Size mm : 2.00 - 0.09
For Obtaining consistent surface roughness (R For fast cleaning of heavy

contamination

Plastic Grit Urea \

Mesh Size : 18 - 36

Size mm : 0.85 - 0.42

For precise descaling, deflashing deburring,
shining of removal of old paint, varnish etc.

\ For fast cleaning of heavy
contamination
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USA
MANUFACTURERS OF : Industrial Blast Rooms, Airless & Air Operated Abrasive Blasting Machines, 'ACCREDITED C E
Shot Peening Plants, Industrial Dust Collectors, Painting Equipments & Booths USA

CORPORATE & SALES OFFICE : 12/2, Main Road, Opp. Lumax Automotive Systems Ltd., Nr. Sec-37 Modh, Faridabad
-121003. Mob. : +91 8527923333, +91 9718383333 E-mail :- sales@nationaleneterprises.org ; info@nationalenterprises.org
REGISTERED ADDRESS: A-1708, 1st & 2nd Floor, Green Fields, Faridabad - 121003, (Haryana)

REGIONAL OFFICE PUNE: Plot No. 81, Sector No. 10, PCNTDA, Bhosari Pune-411026 Maharashtra
Mob. : +91 9873770333, E-mail : pune@nationalenterprises.org

Website: www.nationalenterprises.org; www.shotblastingpainting.in
Our Sales & Service Network - « Faridabad « Pune < Jodhpur < Ahmedabad < Ludhiana < Chennai
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